
The LP9/LP6 Pro and Racer lights have an amber 
backlight option. The white wire supplies power 
to the backlight. Run the white wire to one of the 
following sources: positive side of fog lamp 
harness, keyed 12v power, or an individual switch.  

The mating connector and terminals are supplied 
with the LP6/LP9 lights. Crimp supplied terminals 
to harness using a Deutsch crimping tool.      
 Pin crimped wires to connector  as follows:     
   Yellow - Pin #1   Black - Pin #2        
   White - Pin # 3   Red - Pin #4

Start light harness installation from inside the 
van (driver side). Mount relays as shown then 
route switch connector to switch bezel. Route 
grey wire to keyed 12v power source. Route the 
red wire to positive side of battery using 
supplied fuse holder and hardware. 

Route the light connector side of harness 
through driver side boot. Connect black 
wire ring terminal to engine compartment 
ground stud. 

Keyed 12v power source is located under the 
driver side seat. Run the grey wire down to the 
battery box then to the seat base. Connect grey 
wire to: NCV3 to black w/yellow stripe - VS30 to 
black w/brown stripe.                          
    **To avoid an SRS fault, battery must remain              
   disconnected when removing seat** 

Remove one of the switch blanks and install 
supplied switch. Connect harness to switch.  

Sprinter NCV3/VS30 Dual LP6/LP9 Light Harness  


